19. UWB-USB Dongle (Standard)

1. Communication protocol :802.15.4a UWB
2 - Frequency : 3.25GHz~6.75GHz

3 - Operational range: max. 50m line-of-sight
4 - Parameter setting : transmission time 0~65636 seconds, ID setting,G-sensor

sensitivity

5 - LED Display : power, communication status, power level and customization
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20. Waterproof power supply (Optional)
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Shell material
Waterproof grade
Battery type
Current

Voltage range

Applicable
equipment

Plug
dimensions (mm)

Weight (g)

- Dimension and weight : 67.5 X 24.6 X 12.0 (mm)/15g

- Input : Standard USB DC +5V

- Connection interface : USB TO RS232 » USB chip: FTDI FT232RL
- Model : UWB-USB-01

5000mAh 10000mAh ~ 20000mAh  30000mAh
ABS

P68

12VLithium battery pack

6A 12A 12A 12A
8.2~12.6V

<80W <150W <150W <150W

DC5.5-2.1 Waterproof male and female plug

140*69*49  197*91*46  196*91*67  240*121*76

450g 840g 1430g 3036g

21. Anti-collision Information collecting base station (Optional)
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- Operational range : maximum 100m line-of-sight

- Communication protocol : 802.15.4a UWB / 3.25GHz~6.75GHz
- Communication interface : UWB/RJ45/WIFI

- Installation : wall-hanging

* Input : AC 110~220V

- Dimensions(W x D x H) : 128 x94 x80mm(inside)

- Protection level : IP66(Certificate Number: ZKT-2018071268C Waterproof certificate available)
- Model : UWB-04F

- Suitable application:

50000mAh

25A

<300W

240%121*76

3036g

*. Transmission data allows analysts to understand the working conditions of the forklift, such

as the number and distance of

collisions between the forklift and TAG, forklift or other devices. It can be used to make

cumulative analysis of work safety data.

*. Expansion in indoor positioning system functionality . It transmits positioning packets to

manage the dynamic positioning,

searching, and trajectory of the forklift, thereby functions such as electronic roll call and

electronic fence can be achieved.



22. UWB LED beacon (Optional)

- Operational range : maximum 70m line-of-sight

- Communication protocol :802.15.4a UWB

- Frequency : 3.25GHz~6.75GHz

- Installation : wall-hanging

* Input : DC +8V~55V(Wide voltage, with power on the car)

+ Dimenstion and weight :70x70x45.5(mm) / 225g(Includes bracket, wire)

- Alarm mode : Speaker treble and LED rotation alarm
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+ Protection level : Easy dustproof and waterproof
- Model : UTAG-7045F / UTAG-7045F-Y
10 - Suitable application : Install on a forklift. When the forklift is approaching the following
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components at the T intersection (T- junction) :

audible LED beacon, personnel TAG, or other forklifts equipped with audile LED beacon, It will
trigger a sound and light alarm to alert

the forklift operator

23. UWB LED Acoustic Type TAG (Optional)

- Operational range : maximum 70m line-of-sight

- Communication protocol : 802.15.4a UWB

- Frequency : 3.25GHz~6.75GHz

+ Installation : wall-hanging

+ Input : DC +8V~55V(Wide voltage, with power on the car)

- Dimenstion and weight :70x70x45.5(mm) / 225g(Includes bracket, wire)
+ Alarm mode : Speaker treble and LED rotation alarm
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+ Protection level : Easy dustproof and waterproof

+ Model : UTAG-7045F-Y

10 - Suitable application : Install on a forklift. Similar to a tag but it is use for forklift indoor
location positioning.
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24. Setting software for Sound and light alarm & warning TAG

The following functions can be used via UWB-USB Dongle:

1 - Set the UTAG-SL90 V2 pararmeter > include warning distance » warning

function and warning volume.

2 - Set the UTAG-SL90F V2 pararmeter > include warning distance > warning function and
warning volume.

3+ Set the TAG warning distance and warning function, include
UTAG-9056 » UTAG-7045 » UTAG-H04, UTAG-HO5 and UTAG-5136
4 - Query battery power through software.





