
 
 
 
 
 
 
 
 

A17  

Quad Core 
   

Model – U8 HMI88-CT080H HMI88-CT101H HMI88-CT133H HMI88-CT150H 

 
OS Android 

CPU Cortex A17  RK3288，4 cores / 1.8GHz 

Memory 

RAM Support 2G/4G DDR3 memory. Standard: 2GB 

Flash 
Support 16/32GB iNand Flash. Standard: 16GB eMMC Standard: 8GB 

eMMC 

SD 
/ / Support TF SD 

card (4G~64G) 
Support TF SD 
card (4G~64G) 

Display 

Screen size 8” 10.1” 13.3” 15.0” 
Ratio 16 : 10 16 : 10 16 : 9 4 : 3 

Resolution 1280×800 1280×800 1920×1080 1024×768 
Interface MIPI MIPI EDP LVDS 

Brightness 300Lum 300Lum 250Lum 350Lum 
Backlight LED LED LED LED 

Touch Pad Capacitive touch, G+G structure, surface hardness is 6H；10-point touch 

Commun
ication 

Interface 

Ethernet 
1 built-in 1000M Ethernet to achieve remote data transmission and remote 
table control 

WiFi+BT Embedded dual-band 2.4G WIFI+BT4.0 Bluetooth module(AP6236 module) 
4G / ✓ / / 

GPS ✓ ✓ ✓ ✓ 

I/O 

USB USB HOST 2.0*1 / USB OTG*1 USB HOST 2.0*2 / 
USB OTG*1 

USB HOST 2.0*1 / 
USB OTG*1 

GSensor ✓ ✓ ✓ ✓ 
Serial port RS232*2/RS485*1 (standard) 

Aduio 3.5mm headset output 
Speaker built-in 

RTC ✓ 

HDMI / ✓ 
Power Input 12V voltage supply 

Working 

Environ

ment 

Working 
Temperature 

-10℃- 60℃ 

Storage 
Temperature 

-20℃- 70℃ 

Working 
Humidity 45%-80%RH 

Physical 
Specifica

tions 

Shell 
Material PC+ABS Aluminium alloy 

Appearance 
size 

212 x 235 x 27 mm 259 x 169 x 27 mm 328 x 204 x 28.5 mm 378 x 297 x 56 mm 
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